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One person can easily and 
safely operate a Trio Lift-A-Bin.

Ideal for use in schools, 
factories, hospitals, 

supermarkets, 
shopping centres, etc. 
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The
Safest,
Easiest
way to
empty
heavy
bins!

The
Safest,
Easiest
way to
empty
heavy
bins!

Lift-A-Bin 
SAVES YOU MONEY!

• ONE PERSON OPERATION

• REDUCES THE CHANCE OF LOST
DAYS AND WORK COVER COSTS.

• DON’T LET YOUR WASTE RUIN
YOUR BACK! 

• REDUCE LOST DAYS DUE TO BACK,
SHOULDER AND EYE INJURY.



SAFE ¥USER FRIENDLY ¥ ECONOMICAL
This amazingly

simple to operate
Lift-a-Bin will solve all 

your waste transfer 
handling problems!

Trio Lift-A-Bin is a very
user-friendly bin lifter able 

to easily transfer waste from 
your 120, 240 or 660 litre 
wheelie bins into a larger 

receptacle, such as a truck 
or cart away bin.

Trio Lift-A-Bins are being 
used by waste companies in 

Factories, Hospitals, Recycling 
Plants, Schools and 

Supermarkets. 

EASY OPERATING FEATURESEASY OPERATING FEATURES

SAFETY FEATURESSAFETY FEATURES

MODEL FEATURESMODEL FEATURES

SAFE ¥USER FRIENDLY ¥ ECONOMICAL

Simple clamping system to hold bins in
place during operation.

Four swivel castors for easy manoeuvring.
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Robustly manufactured from 50 x 50 R.H.S.
Steel.

All operating parts of the Trio Lift-A-Bin are
safely enclosed inside a strong mesh cage.

Swivel casters on front of lifter has a 
braking mechanism which will keep the 
lifter steady during operation.

Limit swiches at start and finish positions 
of operation.

Two push buttons operation ensuring 
operatorÕs both hands are occupied during
bin lifting process.

Rear gate for safety (Electric models fitted
with magnetic switch to ensure gate is
closed during operation)

MANUAL: This unit is operated with a 
safety brake winch, takes approximately
13kgs of force to operate a maximum load.

ELECTRIC: These units are available in
12V, 24V, 240V and 415V (3 Phase) which
are usually fitted with either an electric
winch or hydraulic lifting unit. The electric
Trio Lift-A-Bin has a built in magnetic 
safety switch which prevents the operation
if the back door is not correctly secured.

Electric 12v & 24v have 1 or 2 12volt deep
cycle batteries, plug charger in overnight. 
(Charger is supplied with unit)

We  specialise in designing and manufacturing a Trio
Lift-A-Bin to your current and future requirements.

¥

¥

¥

¥
Patent No: 641 817


