
Sliding Door Lock Installation Instructions

Read this guide thoroughly before installation and follow the instructions. 
This product is designed for lightweight interior doors. Do not use it on exterior or heavy metal doors.

Door Thicknesses：31 mm～55 mm

Select the length of mounting screws
based on the thickness of the door.

Door thicknesses Length of mounting screw

31～35 mm

35～40 mm

40～45 mm

45～55 mm

12 mm

18 mm

22 mm

28 mm

Door Edge Drilling

Round nger pull
(optional)

Use the supplied template and mark the desired hole position.
When drilling, drill from both the interior and exterior sides of the door
to avoid burrs occurring and possible damage to the door surface.

Install the Sliding Door Finger Pull

Install the nger pull on the side of the door.
Drill a hole 25 mm in diameter and in depth 150 mm above the center
of the lock, and then press the nger pull into the hole.
(Optionally use construction adhesive to further secure the installation.)

Square nger pull
(optional)

Caution:  Drill from
both sides of the door
to prevent cracking
and burrs.

TEMPLATE

Fold on dotted line and fit on door edge

FOR BACKSET 60mm

Ø54mm

Passage

�

�

Using the hook provided, remove the plate on the rear cover, install screws and then reinstall the plate.

Front cover Rear cover
Plate

Hook

Note : The front plate is not removable.

Install the Front & Rear Cover
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